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BT-HIDROFLEX DE 204 EXTRA 

One-component liquid waterproofing 

 

 

 

Field of applica�on 

It is used to protect interior and exterior surfaces that are in direct contact with moisture and water. It 
is also used as a topcoat for flat roofs, domes, concrete surfaces, brick, metal surfaces, old bitumen, 
gypsum boards. 
Thanks to the presence of mineral pigments, which are UV filters, the hea�ng of the surface is 
reduced and the life of the material is extended. Although it does not represent a thermal insula�on 
layer in the classical sense, the increased reflec�vity in the UV spectrum can contribute to the 
reduc�on of surface temperature during exposure to the sun. 

 

Characteris�cs 

- Waterproof 
- High vapor permeability 
- High elas�city 
- Good adhesion 
- High resistance to atmospheric condi�ons 
- Prevents concrete corrosion 

 

Composi�on 

Mineral fillers, binders and addi�ves 
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Technical data 

 
Packaging type Plastic bucket 
Quantity per package 8/1, 20/1 
State of aggregation Liquid 
Color White 
pH 8,22 
Density 1,56 g/cm3 
Dry matter content (105 °C) 81,36 % 
Capillary water absorption 0,0048 kg/m2/h0,5 
Diffusion coefficient of water vapor 
conductivity (µ) 6,07 ng/Pa·s·m2 

Watertightness (7 days 150 kPa) YES (no penetra�on) BAS EN 14891:2018 

Drying speed: First layer (2mm)-20 min 
Second layer-25min 

Consumption: 1.5-2.0 kg/m2 in two coats, thickness 1.3 mm 

Note on consumption 
The consump�on values are indica�ve and very much 
depend on the type and previous prepara�on of the 
substrate as well as the installa�on technique. 

 

 

Processing condi�ons 

During processing and drying, the ambient temperature, i.e. the substrate must not be below +5 °C 
and above +30 °C. 

 

Prepara�on of the substrate 

Cleaning: 
The substrate must be dry, solid, clean, absorbent, flat, free of dust, grease stains and other impurities 
that can prevent adhesion. 
Dust and other unbound, loose parts must be removed, vacuumed or removed with a brush. If there 
are remnants of old material on the wall, they must be completely removed. 
Impregnation: 
Before applying BT-Hidroflex DE 204, we recommend impregnating the substrate with BT-Hidroprime 
DE 01 (diluted according to the instructions) in one or two layers, depending on the absorbency of the 
substrate. The waterproofing can be installed after 4 hours from the application of the impregnation, 
under optimal weather conditions. 
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Prepara�on and installa�on of materials 

Before use, the product content must be stirred until completely homogenized. If necessary, dilute 
with water up to 1%. 
BT-Hidroflex DE 204 must be applied in 2 layers. A brush or roller is suitable as a tool. The first layer 
must be applied so that the layer thickness does not exceed 0.6 mm. It is mandatory to dry for at least 
1 hour, depending on the temperature in the room, and then proceed to apply the second layer. If 
more time passes (e.g. more than 2 days) or you are not sure about the adhesion between the layers, 
use BT-Hidroprime DE 01. Reinforce larger surfaces with reinforcing fabric between the layers. 
The second layer is applied crosswise over the first layer in order to achieve better results. It is 
necessary to use BAUTREND waterproofing tapes on all corners and expansion joints. 
High humidity and low temperatures slow down, while high temperatures accelerate the process of 
binding and hardening of the material. No other agents may be added to the product content! 
After completing the application of the entire system, it is mandatory to dry for 24 hours before 
gluing other materials to the applied surface. 

 

Cleaning tools 

Immediately a�er finishing the work, hand tools should be washed with clean water. If the material 
hardens, it must be mechanically removed and disposed of according to regula�ons. 

 

Handling of waste 

Prevent uncontrolled discharge of material into sewers and waterways. Do not mix hardened residues 
with municipal waste, but dispose of them as construc�on waste in accordance with applicable legal 
provisions. 

 

Protec�on at work 

Follow general instruc�ons and regula�ons on occupa�onal safety during construc�on work. 
When performing work, wear adequate work clothes that ensure that the material does not come into 
contact with the skin. 
Hand protec�on: protec�ve impermeable gloves. 
Eye protec�on: safety glasses with side protec�on. 
For more informa�on, see the product safety data sheet. 
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Storage and transport condi�ons 

Store in a dry and well-ventilated area, protected from moisture. Do not expose to high temperatures 
(>25°C) or low temperatures (<0°C). 
Keep out of reach of children and away from food and drink. 
During transport, the product should be secured so that it does not move on the pallet and is not 
exposed to direct sunlight and moisture. 

 

Expiry date 

Originally sealed and stored as recommended, the product has a shelf life of at least 12 months. 
 

Quality control 

Testing and monitoring of product quality is carried out in the internal BT laboratory and periodically 
in authorized institutes and laboratories. 

 

General notes 

The technical instruc�ons are based on our previous experience, with the aim of achieving op�mal 
results when using the product. The informa�on provided does not in itself create any legal obliga�on, 
nor any addi�onal obliga�ons, and does not relieve the buyer of the responsibility to perform a prior 
test of the suitability of the material for a specific purpose. 
If the contractor no�ces or suspects any func�onal or aesthe�c defect in the product during the 
installa�on of the purchased material, he is obliged to stop further installa�on of the product in order 
to minimize any poten�al damage. He is also obliged to immediately file a complaint with the 
manufacturer, who will process the complaint as soon as possible. 
Damage caused by incorrect product selec�on, improper use (failure to follow the instruc�ons 
specified in this technical sheet) or unprofessional work cannot be the subject of a complaint. 

 
 
 
 
 
 
This data sheet supersedes all previous editions. We reserve the right to any subsequent changes and additions. 


